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EITA

Dumbwaiter (Table Type) Standard Duty Table

EITA-Schneider’

Capacity| Speed (m/m) Lift Car
Type of Internal Car Height Shaft Size Table Overhead |Motor Rating
Entrance axb (mm) XxY Height (mm) (kW -p)
kg 50 Hz 60 Hz (mm)
1-Door 880x 820
50 25 30 2-Door (180°) 550 x 550 750 800 x 820 750 1520 04-4
2-Door (90°) 950 x 950
1-Door 1030x 970
100 25 30 2-Door (180°) 700x 700 900 1030x 970 750 1745 0.75-4
2-Door (90°) 1100x 1100
1-Door 1130x 1070
150 25 30 2-Door (180°) 800 x 800 1000 1130x 1070 750 1895 1.5-4
2-Door (90°) 1200 x 1200




Dumbwaiter (Floor Type) Standard Duty Table

. Lift Car
Capaci Speed (m/m
pacity g (m/m) Type of Internal Car Height Shaft Size . Overhead |[Motor Rating
Entrance axb (mm) XxY Pit Depth (mm) (kw - p)
kg | 50Hz | 60Hz s
(mm)
1-Door 880 x 820
200 25 30 2-Door (180°) 900 x 900 1200 800 x 820 800 2250 1.5-5
2-Door (90°) 950 x 950
1-Door 1030x970 1.5-4
300 12.5 (AC-1 Speed) / Zz-%oor (1980(1 ) | 1000x 1000 1200 11100300 x1917000 800 2250 294
25.0 (ACVF Drive) 1‘)_(]’)rogr ) X
450 2-Door (180°) 1100x 1100 1400 1660 x 1440 900 2500 2.2-4
Note/Remarks:

(a) All dimensions are for reference only and subject to changes without prior notice.
(b) For construction purpose, kindly refer to the approved shop drawing for the respective project.
(c) For requirements beyond the above standard specifications, kindly consult our sales personnel.
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